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Our Commitment to you
Our goal is to provide you with quality healthcare products
and dedicated customer service. If you have any questions

about the use of our PPrreessttiiggee SSmmaarrtt SSyysstteemm®® products, visit
our web site at www.homediagnostics.com or please call:

1-800-803-6025

For Medical Assistance,
call your Doctor or Diabetes Healthcare Professional.

Notes: ________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________



press
and release
twice

Section 6 Meter Memory
The Meter automatically stores each blood glucose
result in Memory, up to 365 results (Control and
Standard Strip results are not stored in Memory).
When the Memory is full, the oldest result is
discarded and the newest result is added. When you
recall results from Memory, the results are displayed
in order, beginning with the most recent result.

NNOOTTEE:: RReemmeemmbbeerr ttoo sseett ddaattee aanndd ttiimmee ccoorrrreeccttllyy
((sseeee SSeecc.. 11,, SSeett MMeetteerr OOppttiioonnss))..

To recall results:
1. Turn Meter on. Press and release PPoowweerr

Button.
2. Display Memory. Press and release SSeelleecctt ((SS))

Button twice.
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3. View results in Memory.

Press UUpp//DDoowwnn Button.
Meter beeps twice and
displays most recent result in
Memory.

Press top of UUpp//DDoowwnn
Button to view oldest to
most recent results.

Press bottom of UUpp//DDoowwnn
Button to view most recent
to oldest results.

NNOOTTEE:: BBlloooodd gglluuccoossee rreessuullttss ssttoorreedd iinn MMeemmoorryy
aarree ddiissppllaayyeedd aaccccoorrddiinngg ttoo tthhee ooppttiioonnss sseett iinn tthhee
MMeetteerr aatt tthhaatt ttiimmee.. FFoorr eexxaammppllee,, iiff aa gglluuccoossee tteesstt
iiss ppeerrffoorrmmeedd wwhheenn tthhee ‘‘ppllaassmmaa’’ ooppttiioonn iiss sseett bbuutt
tthhee rreessuulltt iiss aacccceesssseedd ffrroomm MMeemmoorryy wwhheenn tthhee
‘‘bblloooodd’’ ooppttiioonn iiss sseett,, tthhaatt tteesstt rreessuulltt wwiillll rreefflleecctt aa
wwhhoollee bblloooodd vvaalluuee,, nnoott aa ppllaassmmaa vvaalluuee..



Morning Average
Test results recorded in Log Book, along with Morning
Average value provide a Diabetes Healthcare
Professional with an overall picture of diabetes control.
They may use all of this information to determine the
right treatment plan for you. Morning Average value is
calculated using time period (days) chosen when
setting this Option (See Sec. 1, Set Meter Options).
NNOOTTEE:: MMeemmoorryy mmuusstt ccoonnttaaiinn aatt lleeaasstt oonnee rreessuulltt
ssttoorreedd ffrroomm 44::0000--99::5599 AAMM ttoo ddiissppllaayy aa MMoorrnniinngg
AAvveerraaggee vvaalluuee.. IIff tthheerree iiss nnoo MMoorrnniinngg AAvveerraaggee
vvaalluuee,, MMeetteerr ddiissppllaayyss tthhrreeee ddaasshheess..

To display Morning Average:
1. With Meter Off. Press and hold the center of

UUpp//DDoowwnn Button with one
hand. Press and release
PPoowweerr Button with other
hand. Continue to hold
UUpp//DDoowwnn Button until Code
number displays, then press
and release SSeelleecctt ((SS)) Button
twice with other hand.

2. Display Morning Average.
After five seconds, release
UUpp//DDoowwnn Button. Morning
Average value is displayed.
(See Sec. 1, Set Meter Options).
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Section 7 Cleaning and Maintenance
To assure that you continue to get accurate results:

• Clean Meter at least once each week. If blood or
Control gets onto Meter, clean right away. 

• Handle with care. Dropping Meter may damage it.
• NEVER

…immerse Meter in water or any other liquids.
…leave Meter, Strips, or Controls in very hot

or cold places, or in high humidity. Store
Meter, Test Strips and Control as directed.

…take Meter apart.
…CLEAN METER WITH ALCOHOL!

Clean the Meter.
1. Gather supplies. • Clean, dry work surface

• Meter
• Dry cotton swab or tissue
• Water, mild detergent, mild 

soap and water, or 10% 
household bleach

• Clean, dry, lint free cloth
2. Remove Test Strip Platform.

Lift up bottom end of Platform
and gently pull up.

3. Clean Test Strip Platform.
Rinse Platform with water, mild
detergent, mild soap and water, or
10% household bleach. Lift up
top piece of Platform for more
thorough cleaning (do not detach
from bottom piece). Dry
thoroughly. Close gently.
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4. Clean Test Window.
Use dry cotton swab or swab
moistened with WWAATTEERR
OONNLLYY to remove stubborn
spots. Dry the Window
thoroughly with clean cotton
swab.

5. Replace Test Strip Platform.
Angle and slide narrow end
of Platform down into Meter.
Gently press wide end of
Platform down. 

6. Wipe outside of Meter with clean, dry cloth.
7. ALWAYS run Standard Strip test after cleaning

the Meter. (See Sec. 3, Standard Strip Test).
8. Turn Meter off.

NNOOTTEE:: DDoo nnoott ppeerrffoorrmm CCoonnttrrooll oorr bblloooodd tteessttss
uunnttiill SSttaannddaarrdd SSttrriipp tteesstt hhaass ggiivveenn ggoooodd rreessuullttss..

NNOOTTEE:: TThhee MMeetteerr ddooeess nnoott ccoonnttaaiinn aannyy
sseerrvviicceeaabbllee ppaarrttss ootthheerr tthhaann tthhee rreeppllaacceemmeenntt ooff
tthhee bbaatttteerryy..  IIff aannyy ppaarrtt ooff tthhee MMeetteerr iiss bbrrookkeenn
oorr mmiissssiinngg,, ddoo nnoott uussee..  CCaallll ffoorr aassssiissttaannccee..
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+ (positive)
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Section 8 Change Meter Battery
If Meter does not turn on, Display is blank or shows
the following, the battery must be changed:

Change Battery.
1. Gather supplies.

• Meter
• 1 new AAA (1.5 volt) 

alkaline battery

2. Remove Battery Door.
Turn Meter over, slide
Battery Compartment Door
up with thumb, and lift Door
up to remove.

3. Remove Old Battery.
Gently pull up ribbon that is
placed under battery or hold
Meter with one hand and
gently tap Meter with other
hand to loosen battery.
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4. Replace Battery. Place ribbon at bottom of
Battery Compartment. Insert
new battery over ribbon,
with positive (+) end facing
left.

5. Replace Battery Door.
Slide Door back until locked
into positon.

6. Verify Date and Time settings.
Press and release PPoowweerr
Button. If date and time are
not correct, reset (see Sec. 1,
Set Meter Options).

NNOOTTEE:: BBaatttteerriieess mmiigghhtt eexxppllooddee iiff mmiisshhaannddlleedd..
DDoo nnoott ddiissppoossee ooff bbaatttteerryy iinn ffiirree..  DDoo nnoott
ddiissaasssseemmbbllee oorr ttrryy ttoo rreecchhaarrggee bbaatttteerryy..  DDiissppoossee
aaccccoorrddiinngg ttoo llooccaall//ccoouunnttrryy rreegguullaattiioonnss..
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Section 9 Display Messages
Display: What It Means: What to Do:

Self Check Display,
Meter is doing an
internal function
check.

“Insert Strip”
symbol flashes
when it is ready for
Test Strip.

When testing has
begun, Meter
counts seconds.
Test normally takes
up to 50 seconds.

Dashes flash across
Display during a
Standard Strip test.

If any part of
number or symbols
in Display are
missing, call for
assistance.
If symbol remains
in Display after
Strip is inserted,
turn Meter off,
discard Strip, and
clean Meter (see
Sec. 7). Repeat test.
If numbers do not
count up after Strip
is inserted, turn
Meter off, discard
Strip, and clean
Meter (see Sec. 7).
Repeat test.
If result does not
appear in Display
after 10 seconds,
call for assistance.
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Section 9 Display Messages ((ccoonnttiinnuueedd))
Display: What It Means: What to Do:

Standard Strip not
inserted fully into
Test Strip Platform
or Meter was
moved during test.
Meter is cold. May
not give correct
result.

Meter is hot. May
not give correct
result.

Turn Meter off.
Repeat test (see
Sec. 3) without
moving Strip or
Meter.
Move Meter and
Strips to warmer
place (59º-98ºF or
15º-37ºC). Allow
Meter and Strips
to adjust to
temperature. Run
Standard Strip test
before using Meter
(see Sec. 3).
Move Meter and
Strips to cooler
place (59º-98ºF or
15º-37ºC). Allow
Meter and Strips
to adjust to
temperature. Run
Standard Strip test
before using Meter
(see Sec. 3).
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Section 9 Display Messages ((ccoonnttiinnuueedd))
Display: What It Means: What to Do:

Results are 600
mg/dL (33.3
mmol/L) or higher.

Battery must be
replaced.

Battery must be
replaced.

Repeat test
immediately. If
result is still high,
review Section 10
to troubleshoot. If
no error is found,
call your Diabetes
Healthcare
Professional
immediately!

Remove old battery
and install new one
(see Sec. 8).
Remove old battery
and install new one
(see Sec. 8). If
there still is no
Display, call for
assistance.

Blank
or No

Display
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Section 9 Display Messages ((ccoonnttiinnuueedd))
Display: What It Means: What to Do:

Meter does not
detect blood or
Control on Test
Strip.

Meter will not
operate.

1. Not enough
blood or Control
on Test Strip.

2. Strip may be
defective.

3. Strip was not
inserted properly.

4. Result is 25 mg/dL
(1.4 mmol/L) or
lower.

Discard Strip.
Repeat test with
new Strip. Check
Color Spot. If error
message persists,
call for assistance.

Call for assistance.
Meter must be
replaced.
Remove Strip and
check Color Spot.
Turn Meter off.
Discard Strip.
Clean Meter (see
Sec. 7). Repeat test
with new Strip. If
error message
persists, call your
Diabetes
Professional
immediately!
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Section 9 Display Messages ((ccoonnttiinnuueedd))
Display: What It Means: What to Do:

Test Strip was
removed from
Meter during test.

Standard Strip or
Meter was moved
during test.

Sun error; too
much light for
Meter to perform
properly.

Turn Meter off.
Discard Strip.
Repeat test with
new Strip.
Turn Meter off.
Place Meter on flat
surface and repeat
test. Do not move
Standard Strip or
Meter during test.
Take Meter to area
where light is less
bright.

Call for assistance.Any
Other
Error

Message
or

Warnings



Section 10 Troubleshooting Guide
If result is higher or lower than expected, or does not
agree with how you feel, follow these steps:

1. Turn Test Strip over and check the Color Spot to
see if enough blood was applied (see Sec. 1).
• If entire area of Color Spot is fully developed,

go to Step 2.
• If entire area of Color Spot is not fully

developed (not enough blood), or if Color Spot
appears “wet” (too much blood), go to Step 5.

2. Check to see that vial of Strips or Control has
NOT expired.

3. Check to see that the Meter Code matches Code
printed on vial of Test Strips being used. Change
Meter Code if needed.

4. Clean Meter Test Window (see Sec. 7). After
cleaning, carefully replace Test Strip Platform
and perform Standard Strip test.

5. Repeat blood test with new Strip. Follow all
instructions exactly (see Sec. 4). After applying
blood to Test Spot, turn Strip over and check
Color Spot before inserting Strip into Meter (see
Step 1). If second test result is higher or lower
than expected, go to Step 6.
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6. Perform Standard Strip test to assure that Meter
is working correctly (see Sec. 3). If result is
within range of numbers printed on Standard
Strip label, go to Step 7. If result is NOT within
range printed on label, clean Test Window (see
Sec. 7). After replacing Test Strip Platform,
perform another Standard Strip test. If second
test result is within range printed on label, go to
Step 7. If second test result is not within range,
call for assistance.

7. Perform Control test to assure that System
(Meter, Test Strips, and testing technique) is
working properly (see Sec. 3).

8. If both Steps 6 and 7 give acceptable results, then
blood glucose results are correct. 

9. If you still feel that your results are not correct,
contact your Diabetes Healthcare Professional,
or call Technical Service for assistance.

10.If Meter displays error message, please refer to
Section 9 DISPLAY MESSAGES, for further
instructions.

11.If Meter beeps and flashes “Low Battery”
symbol, and then shuts off, battery is too low to
test. Replace battery (see Sec. 8).
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Section 11 Meter Specifications
Power Supply: One replaceable AAA size
(1.5 V      ) alkaline battery.

Measurement Range: 25 to 600 mg/dL (1.4 to
33.3 mmol/L). Lower results are displayed as
“E05”. Higher results are displayed as “Hi”.

System Operating Range: Temperature 59º-98º F
(15º-37º C).

Humidity: Any non-condensing atmosphere.

Size: 2.75" x 4.0" x 0.8" (7.0 x 10.2 x 2.0 cm)

Weight: Approximately 3.6 oz or 102 gms with
battery.

Blood Source: Fresh Whole Blood.

Test Time: Typically 10 to 50 seconds.

Memory: 365 most recent results (Glucose Control
and Standard Strip results are not stored in
Memory).

Code Numbers: 24 total (Code 0 through Code 23).

Accuracy & Precision: See Prestige Smart System®

Blood Glucose Test Strips Instructions for Use.

Storage Conditions: Temperature -4º-140ºF
(-20º-60ºC). 
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Limited Warranty
Home Diagnostics, Inc. provides the following
Warranty to the original retail purchaser of the
Meter:

1. Home Diagnostics, Inc. warrants this Meter to be
free of defects in materials and workmanship at
the time of purchase. If the Meter becomes
inoperative prior to five (5) years from the date of
the original retail purchase, Home Diagnostics,
Inc. will replace the Meter with an equivalent
Meter, at its option, at no cost to the purchaser.
Failure of the Meter due to abuse or use not in
accordance with the instructions for use is not
covered by this Warranty.

2. This Warranty does not include the battery
supplied with the Meter.

3. Do not take the Meter apart. This action will void
the Warranty and cause the Meter to display false
results.

4. The duration of any implied Warranty, including
any implied Warranty of merchantability or
fitness for a particular purpose shall be limited to
five (5) years from the date of original retail
purchase. Some states do not allow limitations on
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how long an implied Warranty lasts, so the above
limitation may not apply.

5. Home Diagnostics, Inc. disclaims liability for
incidental or consequential damages for breach of
any expressed or implied Warranty, including any
implied Warranty of merchantability or fitness for
a particular use with respect to the Meter. Some
states do not allow the exclusion or limitation of
incidental or consequential damages, so the above
limitations or exclusion may not apply.

6. This Warranty gives the user specific legal rights,
and the user may also have other rights, which
vary from state to state.

Your Prestige Smart System® Technical Service
Representative will be able to provide detailed
information regarding procedures for returning your
Meter, if necessary.

SIQ603 Rev. 7
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Our Commitment to you
Our goal is to provide you with quality healthcare products
and dedicated customer service. If you have any questions

about the use of our PPrreessttiiggee SSmmaarrtt SSyysstteemm®® products, visit
our web site at www.homediagnostics.com or please call:

1-800-803-6025

For Medical Assistance,
call your Doctor or Diabetes Healthcare Professional.
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